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TRUCK SCALE - WEIGHBRIDGE (JEMBATAN TIMBANG) GEWINN
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TIPE TRUCK SCALE

PITLESS (ATAS TANAH) SEMI PITLESS (SEMI ATAS TANAH)

PLATFORMTYPE |  (meser) | (roy | o) TRUCK TYPE
GT-0603-TO20A 6 M X 34 M | 207 - 40T | 10 L] COLT
GT-0703-TOADA | 1,5 M X 54 M | 30T - 50T | 10 Kg COLTIFUZO
GT-0203-TO40A 9 M X34 M| 30T -80T | 10 Kg INTERCOOLER
(GT-1003-TOSDA | 10 M X 34 M | 40T - 60T | 10Kg | TRONTON |
GT-1203-TDSOA | 12 M X 34 M | 40T - 60T | 10Kg | CONTAINER 20 FEET / TRAILER
GT-1503-TOBDA i 1M X34 M| 50T - BOT | 10Kg CONTAINER 40 FEET
GT-1603-TOEDA | 16 M X 34 M | GOT - 1007 | 10720 Kg CONTAINER 40 FEET
GT-1603-TOB0A | 165MX 34 M | BOT- 100T | 10720 Kg [ CONTAINER JUMBO f GANDENG
LRl T LD ‘ LR B B LR e ) L e LRAIENE.
GT-2103-TO80A | 21 M X 34 M | 60T - 1507 | 10/20 Kg GANDENG-3

DETAIL SPECIFICATION
DETAIL

SPESIFIKASI

Kk / tipa

Sislam

GE

Rigid - Heavy Structura

WINK
Tipe sesual varan panjang truck dan Kapasitas muat maksimum
Module Systern; Knock - Downed Struciure, Easy Maintenance and

EM TSNS M 100, T2 W, 18 M, TS M T8 S 18 R 27 W
F0, 90, 40, 50, B0, B0, 100, 120, 150_ 200 Ton

10 KG, 20 KG, 50 KG (OIML RGOCS )

o|m|&jw]|

Konsiruksi

Badal

Alas Tanah, Semi Alas Tanah, Sermi Langsam Alas Tanah dan Rata Tanah

Plat

Batang Utama

12 MM, 10 MM, & BN [Plal Kapal)
WF B00x200x k17

WWF SO0 00w 101 6;

Batang W 250001 25x6%8 (Crosa Beam) - 2 Set Per Module
Pendukung | WF 200x10015,5x8 (Suppor Beam) « 6 Sel Per Module
Eatang Penguat Flat Stiffenar di Batang Liama
Sistem Module Systern; bolted with Main Baam
Pombautan Baul HTB {High Tansion Bali)+Ring FPer+Ring Plat
Pangacatan | Double coated w' Epoxy and Acrillc Finishing

A Indikatos

Kapasitas 20 Ton - 50 Ton

Tape: Smarl (Europe), D2002E. D10FP
Prolection P &5 - 66, 1P &8 (Optional)
E Truck Scale Weighing Conlroller, Back-Up Batlery, LED Display, Inlerface RE-2320C,
MNGHON. | £y8 Calisration, Anll insullicient Voltage. Optional Buill Intefnal Printer,
AT e e ettt i S b e o et et A e i
AMCELL Usa ZSFL-TOANTOSD; AMCELL ZSFD-TOS0MTOSD;
Load cell AMCELL ZSFBO-TO3TOS0, LC 740 Eurcps Orgin

Protection

IF &8 [(VWalerproot)

Jumiah Loadoall

4 LC untuek Truck Scale Gh, 75K, 90, 10 M

B LC uniuk Truck Scale 128, 158, 16M, 16.5 M. 18M
10 LT untuk Truck Scale 210, 240, 300, S6M

Load call
Surge
Arresier

1T4PH - Lightning Protection reach 10000

Kabel load cell

B =.d 15M

COwarload
Capacity Rating

150% (SAVE) . 300% (ULTIMATE}

C. OTHERS

Junction Box

Cover Stainless, Innabe - Safe, Anti - Explosion Proof

VARE TS-| GEWINN BERLAKU LIFE TIME WARRANTY,

Pralakei Radiasi

Grounding B - 70 (Seniral} dan Grounding Per Load Cedl

TIMBANGAN MASIH AKTIF DIGUNAKAN

'ERMASUK FORCE MAJEUR

Patir
Display ekstermnal Ex:Di-3" {opkonal}
PCKomputer Intzl Pentium Dual Core, RAM 2 GB, Monitor LED 16", Keyboard, Mouss
l'-'nnLEr Epacn Dot M{lt[lx LX-310
15 - Gawnn
Software {Bahasza Indonesia, Full back - up, dan Dats dapat diakses)

Sortifikat Tera Matralogi:
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A. STRUKTUR PEMBESIAN
Menggunakan Baja yang Kuat, Ukuran Standard dan Berkualitas Tinggi.

Menerapkan Platform Sistem Modular yang dibuat Kaku (Rigid) dan Kokoh
Sistem Knock Downed yang Memudahkan (Efesien-Praktis) dalam
Maintenance, Rekondisi Jangka Panjang dan Pemindahan.
Spesifikasi dan Desain yang dirancang untuk Beroperasi di Medan yang
Berat (Heavy Duty Used) dan Safety Overload Platform Tinggi (120%)

Gambar A.1

Modul Platform berukuran 1,5 M x 3,4 M dimana disambung di sisi bawah
Main Beam dengan menggunakan Baut Baja HTB (High Tension Bolt)
dengan Ketahanan dan Kekuatan Tarik (Strength) yang sangat Tinggi.

Gambar A.2
Dilengkapi dengan Bumper Stopper di tiap sudutnya, sebagai Safety
bagi Platform Timbangan, Fisik Load Cell dan Respon yang cepat.

Gambar A.3

Pemipaan (Galvanized Pipe) yang Rapi, Tertutup Rapat dan Kuat untuk
kabel timbangan dengan tambahan Flexible Steel Conduit Pipe untuk
Proteksi Kabel Load Cell dan Kabel Controller.
Grounding Arde Terpasang di Setiap Titik Loadcell dan Sentral Arde
ke Bumi (Grounding) untuk Proteksi dan Minimalisasi Akibat Petir.

B. SIPIL PONDASI
Supervisi dan atau Pembuatan Pondasi Jembatan Timbang oleh Gewinn.
Struktur Sipil, Sloof Memanjang, Sloof Penguat, Dudukan Load Cell,
Pelevelan, Diagonalisasi, Bumper Stopper, Pengecoran K-300 sesuai
dengan Standar Pelaksana Gambar Kerja Gewinn.
Bisa Optional atau bisa dikerjakan oleh tenaga sipil Gewinn
yang berpengalaman.




C. LOADCELL

0 Menggunakan Load Cell jenis Column Type Kompres Terbuat dari
Stainless Steel yang Tahan Air, Kelembaban dan Korosi (Indeks
Proteksi/IP=68).

{* Mounting di-Hardened dengan set tambahan baseplate atas dan
bawah sebagai landasan dan Sistem Penahan Load Cell yang
terpasang untuk dapat bergerak bebas (Free Mounted Assembly)
dan untuk Mendapatkan Hasil Timbang yang akurat dan tahan lama.
Load Cell Jenis Column Type lebih memiliki titik Asimetris lebih baik,

sehingga mengurangi geseran, gesekan & respon display cepat.

D. JUNCTION BOX

0 Menggunakan Junction Box Explosion Proof Exia li Ct 6 dengan
Innate Safe yang dilengkapi dengan tutup metal Stainless agar
terlindungi lebih baik, dan tutup rapat dengan Summing Box.
Setting Adjusment dengan junction box menghasilkan beban
distribusi merata disetiap pojok (seluruh platform) sehingga kondisi
Load Cell terjaga dengan Life-Time yang panjang.

. INDIKATOR SMART-IP65 EUROPE ORIGIN
Kalibrasi Full Digital LED Display Back-Up Battery, RS-232
Interface dan Proteksi untuk Tegangan yang Tidak Stabil.
Mudah Dikoneksikan baik Komputer ataupun System
Compatible with Programme SAP, Oracle etc.
Memory Linear Function * Optional Built Internal Printer

. SOFTWARE PROGRAMME TS-i GEWINN

Software lengkap untuk Transaksi Timbang serta Back Up Data
Timbang untuk Customer atau Supplier, yang dilengkapi Data
Security Access, Report, Safety Data, Back Up Data, Full

Restore dan Automatic No. Transaksi Timbang.
Optional : Program bisa di Customized dan sesuai Kebutuhan

. SERTIFIKASI TERA METROLOGI

Ber-sertifikasi Tera Metrologi sebagai Legalitas




LOAD CELL INDICATOR

Introduction Introduction
® Load cells are available in the capacities 10t to 50t each Load Cell. For capacity Load 20T-120T. ) Cg&t}gu‘;a}_lyﬂl&ﬂlda:e-ﬂk-raiiow NID-‘-HS Pllfve di‘;re-bretl'-l a:-larah'ig}‘:la--‘z: ng acc?ala. the-:é_clhﬁr- al(v{rﬂyer lae- f;atvlad a,ﬂd"
2 (1l ilied, rGclaected, they can always ba res DUt Ginly madified under Cartain conditicons (tagged «with a in tha
® Stalnless steel construction, hermetically welded, oll-proof, waterproof and anti-corrosive gas and diagrams); Calibration and conflguration modas can be activated by pressing tha Exit Key and zero Kay
H - i i T AlmLltanacLE]y
met_ﬂum makmg it rl_gh!:nmg ?tﬂtﬁtted in all kinds OF environment. Column Strulﬂur\e, anti mersal - Fuli scala Input signal: £32 My, Input Impaedance; 200 MO (typicall; Internal resclution; Convertaer AD 24 hits,
deslgn, guod self—allgnlng Bbillt'p". 16700000 counts (£ 8350000); Measureament rate; 50 measurements per second
® Syitable for electronic platform scales, truck scale, automobile testing facilities, and weighbridge. - Linaarity arror: < £0.01 % of meaasuramant laval; Zaro stability: 1500 LaRlial
B ! ! g ’ 9 9 - Bpan Stability; 3.5 ppml  C max; Excitation voltage: 6.1 + 3 WM
Important Features - Transducar minlmum resistence; 850 (4 calls x 35003, 8 calls x 70041)
_ : . - Transducer miximum resistence; 1000 KOWWIire Iength' 400 mimm? max, (Gowires); 30 mfom? max, (4. wires)
& Capacity 10t to 50c . #® Stainless steel or alloy construction. & With OIML approval. - Input ovarload: + 12 W

& High accuracy. ® Easy installation and reliable performance, = IP = G8 1. InputiOutput Options

Vaorw =08V, Vescw = 7V Vaax=30Y
. . Dipan cobhcior nipals: a =05V
Specifications of Loadcell Amcells Usa & ighal outpits B
. nge Vot =
Type Span ZEFL-AT01 ) 508 Ingpecton Resl ELIGALE - fh,hr,c,",“ﬂnm 33'?‘\'5 i E:d T
P 07 [hepedkas ocG hnalog auplt iage cusul <0 - 0.5 inemj »

Curmar el | 0- 21 =4 oop reslslenc < 500 R
Product Senal SRET21 Input Rasitance BOGAL

4 dgital inputs

2. Dperator Interface
Aepuracy Class (=} Cutaul Resistance TH.s0 | Hak Dy 7 Agit L0 20 mm

Sailvity 19880 vy Safe Lead Liril %S | Kayhzard R g
i icati Model: SMART-IPG5
Zara Outout 1El % FS Insulicn Rasstanca <5000 0 3, Sarial Communications

(T 175Ky Gmity Deperiment o Loadcell Usa T SR EUROPE
G com w || AMCELL-ZSFL = e

: y ] Features :
Specmcanuns uf I-uach" AmcE"s usa = ZSFlD : - - AD convarsion with readakility 1/30000; Use inner code o replace weight cbhearving and analysis wlarance

- Faro range satup (auto/manual); Mon-linearity and calibration tolerance corraction
- Password managameant and timing powear off Tunction; Auto/manual, conditionmon-condition, daily/sortad
Raled Load 10,45,20,25,30,40,501 Operaling Terp Range At TD G report print setup; Fast filled wsighing il print setup
- BAva 1500 vehicla 1D/nat walght, 201 cargs IWocargo nama, 100 customear; | Voustomer namea, 100 notas
Rasaificn : and 1501 weighing records; Wcal hing data save protection in case of powar off; nput charactar with
G000 Gafle Over Load [WFS) 150 keyboard or download fram ood consistenoy; Hardware detection
and voltage display of load EEll slgnal Back-up & Rechargeable battery

Digitsl Lied Cal 1SN shanee Tomperalure EXect +0.02% FE/10°0 [ Parameters :

T Moded oo
Cren 30 min (%FE) HLO2%FS Reorrenend Exzitatian 9~12v D0 Inout ":n; ROGE 30mY~30my

i i Inguit sensitivity =1 We
Dhgial Rz shing Fraquency Gl Maximum Transmiging Disterca | 1200m | Load cell Excitation Mg 5V

3 Max. |oad cell connaction Display A at 350 ghm or 16 at FD0ohm
Commuricatian BPS 3600 BPS Meaimum Exlation 20 % DC Loadcell Usa Stancard Inteface RS-237 Intertace
Introduction

‘Combined Emer HL02%F S Erwircnmental Frolecton IPGH AM CE LL-ZSFD
CIEMOFE-ARFT = a digial waighing indicalor wieh stainiess starl nousing. swilch pawer sy pgxrwm nigh perarmance wida ranga of woltape far boen [0 and AL

JU NchON Box usuil.:inllz for stalic tuck scale systam with 1-12 pieces of digital kead cell. D20J2E-AP is with built-in {ermal micra-printer, D200ZE-AP1 i= buili-n det micra printer
SoectFication:: CHARACTERISTICS AND DESCRIPTIONS
pecification ¢ Supporl 2 ypes of oulsmalic scale-assembly for exclusive us of E-type load cal; Suppor 2 lypes of oubomistic scak-assembly Tor excusive s of C-lype oad
¢ I & . - [EH- g celd, Suppom he mised wse of C-tyoe and E-tvpe dgital kad cell, -SIJWMGHI:UMH Lo the communicalion betwean indicatar and Icad cedl
prdection U_ EENREHORARaCay s fan paratint o LA forsaal oy + Can wark with croryption device JkOA02, suppot one key cncryplicnideonyplion an sile, Automatc and manual adustment of comer differenee, Comection af
= for quantity of load cell: 4, 6, B : e Ilneanrsu\l\erﬁ:arur of inbernal cods for digital load cell, Fast checking of the states of digits’ lad cell; No nesd o delete the arginal record, subamatic save
Meodel: JXH-4C; JH-4B; JXH-6C; JXH-6B; JXH-8C; JdH-2B " } the Eatest 1000 graws waighl recond, Suppor the muftimaler's checking o sconaboand pert [RE252), communication porl and oad cell porl. Support key chadking

+ Suppart cornar-prass io chack address, Suppor scale asserrbly fault dataction. suppoert indcator operalion iime avie-recard; Equippad scoraboard post, saral,
H'|!]‘1 precision patentiometer communicatin part, standart para;ze; parding pert, cusiom plint%r!mr Displary babiary voltage walue, constant inteligent charging protection pratecton funchon,

Staivless Steel Housing, Innate Safe, Explosson Praof Equaped wilh EMC aretection.
For parailel made, wire cannsction method with selection OF compacting or weldingFor Main T:i:nl:ai Paramatar T e
parallel mode, equipped with TVS pipe Customized for 10 wire RA X et ANl 1T

[ Esmicn Arowe O Cig | Lood Lo FriTTEn
Technical Parameter : 5 i Ti e

Able to connect with strain gauge koad cell at resistance of 350-800 ohm, excitation 5-15V DC .":;l‘:""v"-‘"““””:'l“ L] o f;f'“*rm: e

Load celt 350 ohm as example: serial made about 5%; parallel mode about 3% - '!ﬁ%u; [ 0 1A s 11 CrTeT] o2 p e vl kel Saud rm B0 ToararRaion g e © 100 et |
2 H 5T T T I B

Load cell 700 ohm as examgde: serial mode abowt 3%; parallel mode abewt 2% : i Lt L T

{ Fevder Pt Nutwezten KX-P1171013, JmLSWM'm ey bt a0e eccrsnandad

SCDREE | Ia b ammol_ma_- rumhar aac taoe weighl 1000 medn o | we ghisp mconts
Auxillary display for welghing device by viewing welghing result from long et ffm:iﬁf.;ﬁ::.ﬂ?:.mx.,.."?{.:.i'.fﬂ Bt :
distance & for weighing system by connecting with computer with matching ;a:‘-m::':::m 2 Model : D2002E
output format

Display character : . COMPUTER & PRINTER

&-bit LED with character height 75mm-125mm (YHL-3/ YHL-5 steel housing)
- Computer min Intel Pentivm Dual Care, RAM 2 GE, Monitor LED 168" , Keyboard, Mouse - Printer Epson Dot Matrix , LX - 310




